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condition of use: used
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double blow cold former Heuer DK10

part number

machine category
manufacturer

type

condition of use
diameter max. (mm)
cut-off length max. (mm)
shaft length

pre-upset diameter
Finished upset diameter

dimensions (LxXWxH) (mm)
ca.

weight (kg) ca.
main motor (KW/HP) ca.

output max. (pieces/min.)
ca.

miscellaneous

Notice >>>

201107-0020

double blow cold formers
Heuer

Heuer DK10
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Wire thickness 8.8 for material up to approx. 68 kp / mm2.

Wire thickness 7.1 for material up to approx. 80 kp / mm2.

Max. Shaft length 50mm with wire thickness 8.8mm.

* All information without guarantee and subject to prior sale.
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https://en.brune-machinery.eu/part-number/201107-0020/
https://en.brune-machinery.eu/machine-category/double-blow-cold-formers/
https://en.brune-machinery.eu/manufacturer/heuer/
https://en.brune-machinery.eu/type-2/heuer-dk10/
https://en.brune-machinery.eu/condition-of-use/used/
https://en.brune-machinery.eu/diameter-max-mm/88/
https://en.brune-machinery.eu/cut-off-length-max-mm/95/
https://en.brune-machinery.eu/shaft-length/10-50-mm/
https://en.brune-machinery.eu/pre-upset-diameter/45/
https://en.brune-machinery.eu/finished-upset-diameter/50/
https://en.brune-machinery.eu/dimensions-lxwxh-mm-ca/3-100-x-1-600-x-1-400/
https://en.brune-machinery.eu/weight-kg-ca/4-500/
https://en.brune-machinery.eu/main-motor-kw-hp-ca/11-15/
https://en.brune-machinery.eu/output-max-pieces-min-ca/130/
https://en.brune-machinery.eu/miscellaneous/wire-thickness-8-8-for-material-up-to-approx-68-kp-mm2-wire-thickness-7-1-for-material-up-to-approx-80-kp-mm2-max-shaft-length-50mm-with-wire-thickness-8-8mm/
https://en.brune-machinery.eu/miscellaneous/wire-thickness-8-8-for-material-up-to-approx-68-kp-mm2-wire-thickness-7-1-for-material-up-to-approx-80-kp-mm2-max-shaft-length-50mm-with-wire-thickness-8-8mm/
https://en.brune-machinery.eu/miscellaneous/wire-thickness-8-8-for-material-up-to-approx-68-kp-mm2-wire-thickness-7-1-for-material-up-to-approx-80-kp-mm2-max-shaft-length-50mm-with-wire-thickness-8-8mm/
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